
 
     

   
 

          

  
    

www.canbusemulator.com
+90 530 937 46 36
erenakarsubasi

USER MANUAL
Renault Captur MD1CS016 ADBLUE EMULATOR INSTALLATION 



www.canbusemulator.com

       

       

       

              

      

           

        

   

 
          

     

                 
           

       

         

  

    

     

   
  
   

                     
  

                  
 

                      
  

                 

     
     

         
                             

           
 

        
       

    
  
   
   

 

- Open the contact and control adblue level in the indicator. İf 
you see the level. you can move to another stage or not check 
the connection.
-if there is a failure logging, you need to delete it by using chip 
tuning.
- The process ok.

            
      

                

          

              

   

                                                                          

                                                                       

                                                                         

                                                                        

                                                                              

                 

                   

          

        
    

    

           
        

        

          
          
 

  

 

 

 

 

            
 

EMULATOR CAN

SARI BEYAZ

YEŞİL TURUNCU
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EMULATOR SOCKET
WHITE

BROWN
GREEN
YELLOW
BLACK
RED

Outlet NOx, PM, DCU and pump sockets must be removed

    ADBLUE    EMULATOR  INSTALLATION
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Renault Captur MD1CS016
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Captur
 

DPF.
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to
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differential
 

pressure
 

sensor
 

output
 

pipe
 from
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close

 
it
 

by
 

screwing
 

it
 

onto
 

the
 

exhaust
 

pipe.
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filter
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The emulator only simulates the AdBlue system. If your vehicle has a faulty 
exhaust temperature sensor and intake NOx sensor, you need to replace 
them.

The exhaust temperature sensors must function because the DPF system can-
not be directly disabled.

In vehicles with a broken or melted DPF filter, you can solve the problem by 
making a physical modification as shown in the images below. This solution 
method may sometimes fail depending on the vehicle's fault memory and 
physical condition.




