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HIDROMEK ADBLUE REMOVAL MANUAL

#ﬂCAN-BUS FOR HIDROMEK

EMULATOR

Adblue(SCR) Emulator

Model: id-v6
Input: 12-24V

Attention|: Uising adblue remove emutator s illegal in speciatly EN
countries.Using this device causes elevatod exhaus gas emission. Power (1-}
When you started use adblue remove emulater, your truck
deesnt comply with the eured, euroS and euros standards. Our

device for countries that havent Euro 4/5/6 ecologic rules. Adblue GND
remove emulator, stoped the DEF liquid flowing In ser system. -
Adblue remove emulator sell for countries that havent adblue ( Can High
lguid and use for during the remove (aults in adblue systems. This =
is 3 persanal decktion to buy this device. Our company doasnt
resposible in any legal problems that groves with this decision,

www.canbusemulator.com
info@canbusemulator.com
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INSTALLATION OF HIDROMEK ADBLUE REMOVAL EMULATOR

ACM white CAN L emulator > to Brown
ACM blue CAN H emulator > to White
ACM Pin 16 emulator Red > Ignition Line
Black in emulator > to Chassis

NOTE: Cut off the ACM pin 16 contact line or do not insert the socket.
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You should definitely cancel the DPF after installing the Adblue Removal Emulator!




INSTALLATION OF HIDROMEK ADBLUE REMOVAL EMULATOR

You should definitely cancel the DPF after installing the Adblue Removal Emulator!






