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 VOLVO EURO  6.2 Adblue Emulator Installation
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CGreen able ACM  socket pin 1

CableYellow ACM socket  pin 5

CablePink  ACM socket  pin 2

CableBlue  ACM socket  pin 6

CableBrown  ACM  socketpin 10

White Cable ACM socket  pin 14

CableBlack ACM  socket pin 55(OR  58)

CableRed          
   

VOLVO Euro 6.2 Adblue Emulator Installation

Exhaust cleaning and soot resetting should be done while the vehicle is original. Otherwise, soot level 
accumulation may occur after emulator installation. After cleaning and soot level resetting operations, emulator 
assembly should be done. 

It will be connected to a different contact line 
other than the ACM and SCR contact lines. 
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(image 3)

(image 4)

VOLVO Euro 6.2 Adblue Emulator Installation

For vehicles with retarder: ACM socket pin 1, pin5 and pin 49 to be cut (image 3) 

For vehicles without retarder: ACM socket pin 3 to be cut (Image 4) 
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VOLVO Euro 6.2 Adblue Emulator Installation

Please find connector A174 (ACM connector) and cut both CAN cables (pin 1 and pin 5) and cut the cable of pin 49 
(NOx source). You can see the ACM and CCIOM locations and the cutting diagram shown in the pictures below.

Cancellation of NOx and SCR systems

After installation of the Adblue cancel emulator, you must definitely cancel the DPF




